CERTIFICATE OF COMPLIANCE

Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

Standard(s) for Safety:

Additional Information:

20171102-E303985
E303985-A6001-UL
2017-NOVEMBER-02

SHENZHEN FUJIA APPLIANCE CO LTD

BLDG B1, XUJINGCHANG TECHNOLOGY
INDUSTRIAL PARK, XINHE VILLAGE, FUYONG TOWN
BAOAN, SHENZHEN, GUANGDONG 518103 CHINA

Power Supplies for Information Technology Equipment
Including Electrical Business Equipment

SWITCHING ADAPTER, FJ-SW2017xxxyyyy

(xxx= 050-090, 095-195, 200-330, 360-540; indicates 3 digit
numbers which represents output voltage in V after diving
by 10. For example, 050 = 5.0Vdc, 540= 54.0Vdc.

yyyy= 0010 to 6000;indicates 4 digit numbers which
represents output current in A after diving by 1000. For
example, 0010 =0.01A, 6000 =6.0A. See enclosure ID 7-01
for details)

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

UL 62368-1, Audio/video, information and communication
technology equipment Part 1: Safety requirements
CAN/CSA C22.2 No. 62368-1-14, Audio/video, information
and communication technology equipment Part 1: Safety
requirements

See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Certification Mark should be considered as being covered by UL's

Certification and Follow-Up Service.

Look for the UL Certification Mark on the product.

X

Bruce Mahrenholz, Director North American Certification Program

Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please @

uLLLC

contact a local UL Ci Service Repl ive at http://ul.com/aboutul/locations/
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