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 Electrical Specification

MODEL NO. FSP120-AHAN3                     SHEET  1  OF  7

History
REV. Description Date Drawn Mechanical Electrical Approved

00 SPEC ISSUE July.14‘17 Vivian Zhiling Guo Stephen Li LJ Wei

01

Revise：
1.9 DOE(Level VI)
1.10 Erp(Tier 2)
4.8 Dielectric Strength

Oct.02‘17 Vivian Zhiling Guo Stephen Li LJ Wei

02
Revise：
4.5 EMI: Adapter comply with the following national
standards

Dec.03‘17 Vivian Zhiling Guo Stephen Li LJ Wei

03 Revise：
1.10 Erp(Level VI)

Nov.30‘19 Vivian Zhiling Guo Stephen Li LJ Wei

04

Revise：
1.9 U.S. DOE
1.10 EU ErP
4.8 Dielectric Strength: (Hi-Pot)

Jun.25‘20 Vivian Zhiling Guo Stephen Li LJ Wei
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Electrical Requirements
1.  Input Characteristics:

ITEM CONDITION SPECIFICATION

   1.1 Rated Input Voltage: 100Vac~240Vac

   1.2 Input Voltage Range: 90Vac to 264Vac

   1.3 Input Frequency Range: 47Hz to 63Hz ( ± 1Hz )

   1.4 Input Current: 100Vac, 240Vac / 10A load £ 2A

   1.5 Input Current Harmonic: IEC61000-3-2

   1.6 Efficiency: (Warm up 10minutes later) 100Vac / 10A load
240Vac / 10A load

³ 87%
³ 88%

1.7 Power Saving: 115Vac, 230Vac / 20.8mA load(0.25W) £ 0.5W

1.8 Inrush Current: 100Vac, 240Vac / 10A load Shall be less than the rating of
adapter critical component
(including rectifiers, fuse surge
and current limiting device)

1.9 U.S. DOE: (1)115Vac / 0A load
(2)115Vac / 25%,50%,75%,100% load
(Average Active Mode Efficiency ,Warm up
30 minutes later)

≦0.21W
≧88%

( DC Cable≦1500 mm,15AWG)
Compliance with efficiency level
VI

1.10 EU ErP: (1)230Vac / 0A load
(2)230Vac / 25%,50%,75%,100% load
(Average Active Mode Efficiency ,Warm up
30 minutes later)

≦0.21W
≧88%

( DC Cable≦1500 mm,15AWG)
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2.  Output Characteristics:
※Measured at the end of DC cable.

ITEM CONDITION SPECIFICATION
    2.1 Output Rated Voltage: 12V

    2.2 Output Current: at constant voltage mode 0A to 10A

    2.3 Output Voltage Setting: at the output end of DC cable  12V ± 5%

    2.4 Output Voltage Ripple and Noise:
       (0.1uF Ceramic Cap. and 35V 47uF
       Aluminum Cap. Paralleled between
       the end of output cable)

100Vac, 240Vac / 0A~10A load £ 350mVp-p

    2.5 Turn-On Delay Time: At 100Vac / 10A load, output voltage
shall remain regulation

£ 3Sec

    2.6 Hold Up Time: At 100Vac or 240Vac / 10A load,
output voltage shall remain regulation

³ 10ms

    2.7 Rise Time: At 100Vac / 10A load, DC output rise
time from 5% to 95% of Vo

£ 50ms

    2.8 Dynamic Load Change: （1） Output load step is：
【1】0 % ~50 %
【2】50 %~100 %

（2） S/R=0.5A/us
（3） Frequency is 100Hz and 1KHz

12V ± 10%

    2.9 Overshoot: 100Vac, 240Vac / 0A and 10A load 12V ± 10%
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3.  Protection Characteristics:

ITEM CONDITION SPECIFICATION
   3.1 Short Circuit Protection: When an internal fault occurs, or an

external fault is applied to the power
supply, such that an overload or short
circuit is applied to the output, the power
supply shall shut down and enter
auto-recovery mode.

Shutdown and no damage

   3.2 Over Voltage Protection: The adapter will enter into shut down that
means no output while over voltage
happened at output terminal that caused by
internal fault, the output trip voltage shall
not exceed 19 volts. That will be return to
normal state by AC reset.

Shutdown and no damage

   3.3 Over Power Protection: When an internal fault occurs, or an
external fault is applied to the power
supply, such that an overload or short
circuit is applied to the output, the power
supply shall shut down and enter
auto-recovery mode.

Shutdown and no damage

    3.4 Over Temperature Protection: The power supply will enter into shut
down while the abnormal thermal rise
occurs. That will be return to normal state
by AC reset.

No fire, no smoke
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4.  Environmental Characteristics:

ITEM CONDITION SPECIFICATION
   4.1 Electric Fast Transients:

Refer to IEC61000-4-4
Impulse: ±1kV applied to L,N Normal operation shall be

continued

   4.2 Lightning Surge:
Refer to IEC61000-4-5

±1kV applied differential mode

±2kV applied common mode

Normal operation shall be
continued

Normal operation shall be
continued

   4.3 Electron Static Discharge:
(Refer to IEC61000-4-2 Energy
Storage Capacitor 150pF;
Discharge Resistor 330W)

Air Discharge: ± 15 KV

Contact Discharge: ± 8 KV

Normal operation shall be
continued

   4.4 Cooling: Natural air cooling

   4.5 EMI: Adapter comply with the following
      national standards:

      EMI Conducted Emission

      EMI Radiated Emission

1. Full Load

2. The power supply with internal filter
can meet.

FCC PART 15B CLASS B

CISPR32 EN55032 CLASS B

VCCI LEVELΠ

   4.6 Safety conforming:

   4.6.1 Energy-related Products【ErP】
Department of Energy【DOE】

Regulated by customer

Comply with ErP standard
Comply with DOE standard

   4.7 Leakage Current: 264Vac / 50Hz £ 0.25mA

   4.8 Dielectric Strength: (Hi-Pot) Between AC input and secondary applied
DC 4242V(or AC 3000V) / test time 1
minute / cut off current shall be less than
10mA

   4.9 Temperature: Operating
Storage

0 to 40°C
-20 to +80°C

   4.10 Humidity: Operating
Storage

20% ~ 80%
10% ~ 90%
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5.  Mechanical Characteristics:

ITEM CONDITION SPECIFICATION
    5.1 Dimension (Length x Width x Height): 151.3 X 75.6 X 25.4 mm

    5.2 Adapter weight: 485g(typical)

    5.3 Input AC socket Type: IEC 320-C14 Type

    5.4 Vibration Test: （1）Non-operating, 0.01g2/Hz at 5Hz
sloppingto 0.02g2/Hz at 20Hz,
And maintain 0.02g2/Hz from
20Hz ~ 500Hz

（2）PSD=3.13grms, 15 minutes/axis
（3）Vibration duration:15minutes
（4）Vibration waveform:Random
（5）Force Direction X,Y,Z

Normal operation shall be
continued.

5.5 Acoustic Noise: （1）Position the microphone 30
centimeters above the x-y center of
the AC adapter

（2）Input voltage:110Vac/60Hz
220Vac/50Hz

The EUT < 30dB
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Note : Acoustic Noise
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IEC 60950-1:2005+A1+A2
See Test Report for National Differences

JPTUV-084755-A3

2021-12-22 Dipl.-Ing. F. Stoelzel

N/A

Switching Power Adapter

00550107299

FSP Group Inc.

Taoyuan  330 Taiwan
No. 22, Jianguo E. Road

See additional page(s)

FSP Group Inc.

Taoyuan  330 Taiwan
No. 22, Jianguo E. Road

TÜV Rheinland Japan Ltd.
Global Technology Assessment Center
4-25-2 Kita-Yamata, Tsuzuki-ku
Yokohama 224-0021, Japan
Phone + 81 45 914-3888
Fax   + 81 45 914-3354
Mail: info@jpn.tuv.com
Web : www.tuv.com

Input : AC 100-240V; 2.0A; 50-60Hz; Class I
Output: DC 12V; 10A

FSP

FSP120-AHAN3 , FSP120-AHBN3

For model differences, refer to the test report.
Re-issue of JPTUV-084755-A2 dated 27.12.2019,
due to non-technical change.
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2021-12-22 Dipl.-Ing. F. Stoelzel

JPTUV-084755-A3

50107299 005Report Ref. No. :

Page 2 of 3

 1. Zhonghan Electronics (Shenzhen)
Co., Ltd.
Building A2 in Section A,Building 4,6,7
in Section C,JuYuan Industrial Zone,
TangWei Village,FuHai Town, BaoAn Dist., ShenZhen City, Guangdong,
P.R. China

 2. Wuxi SPI Technology Co., Ltd.
No. 96, XinmeiRoad,
New District, Wuxi city
Jiangsu
P.R. China

 3. ShenZhen HuiLi Electronics CO., LTD
Building B & G,
Peace Hi-tech Industrial Zone
Peace Village, FuHai Town, Bao'an
Shenzhen, Guangdong 518102, P.R. China

 4. ShenZhen HuiLi Electronics CO., LTD
Building C4-C11, No. 352,
LiuTang Rd., County 73,
Bu'Xin Village, Xin'an,Bao'an, Shenzhen,
Guangdong, P.R. China

 5. ShenZhen HuiLi Electronics CO., LTD
Building C4(101~301)-C11, No. 352,
LiuTang Rd., County 73, Bu'Xin Village, Xin'an,
Bao'an, Shenzhen,
Guangdong, P.R. China

 6. Wuxi ZhongHan Technology Co., Ltd.
Block 106-D,
Wuxi Nation HI-TECH Industrial Development Zone,
Wuxi City, Jiangsu Province
P.R. China

 7. FSP Technology Inc. Taoyuan Plant 3
5F., No. 6, 4F., No. 6,
No.6, Xinglong Rd.,
Taoyuan Dist., Taoyuan City,  330
Taiwan
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2021-12-22 Dipl.-Ing. F. Stoelzel

JPTUV-084755-A3

50107299 005Report Ref. No. :

Page 3 of 3

 8. ZHONGHAN SCIENCE & TECH CO. LTD
Building 8 & 9, Section B,
JuYuan Industrial Zone,
ChiaoTang Rd., TangWei Village, FuHai Town,
BaoAn District. ShenZhen City, Guangdong, P.R. China
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C E R T I F I C A T E  O F  C O M P L I A N C E  
   

Certificate Number  20180928-E190414 

Report Reference  E190414-20180111 

Issue Date  2018-SEPTEMBER-28 
 
 

 
Bruce Mahrenholz, Director North American Certification Program 
 
UL LLC 
 
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please 
contact a local UL Customer Service Representative at http://ul.com/aboutul/locations/  

 
Page 1 of 1 

Issued to:  FSP GROUP INC 

22 Jianguo E Rd 

Taoyuan City 

330 TAIWAN  
   

This is to certify that 

representative samples of 

 POWER SUPPLIES FOR USE WITH AUDIO/VIDEO, 

INFORMATION AND COMMUNICATION TECHNOLOGY 

EQUIPMENT 

Switching Power Adapter, Models FSP120-AHAN3, 

FSP120-AHBN3, PUP120N3-12yyyyy, PUP120N3S-

12yyyyy (y=0-9, A-Z, hyphen or blank for marketing 

purpose). 
   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  UL 62368-1 and CSA C22.2 No. 62368-1-14, Audio/video, 

Information and Communication Technology Equipment - 

Part 1: Safety Requirements. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
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可通过扫描下方二维码或登录国家认监委网站（www.cnca.gov.cn）查验证书信息 

 

 

  
 

 
 
 

 
 

 
 

签发： 

 

 

 

 

 

 

证书编号：2018010907098377 发证日期：2022 年 08 月 23 日 

 有效期至：2023 年 07 月 27 日 

 
认证委托人名称 

及注册地址 

全汉企业股份有限公司 

台湾桃园市桃园区建国东路 22 号 

  

产品生产者名称 

及注册地址 

全汉企业股份有限公司 

台湾桃园市桃园区建国东路 22 号 

  

生产企业名称 

及生产地址 

仲汉电子(深圳)有限公司 

深圳市宝安区福海街道塘尾社区聚源工业园 C 区厂房 4 栋 101 及 4、6、7 栋 

  

产品名称和系列、 

规格、型号 

电源适配器 
FSP120-AHAN3、FSP120-AHBN3 输入: 100-240V~, 2.0A, 50-60Hz: 输出: 12Vdc, 10A（不带电
线组件销售，仅适用于海拔 5000 米及以下） 

  

产品标准和 

技术要求 

GB 17625.1-2012;GB 4943.1-2011;GB/T 9254.1-2021 

  

上述产品符合 CNCA-C09-01:2014 认证规则的要求，特发此证。 

证书有效期内本证书的有效性依据发证机构的定期监督获得保持。 

本证书为变更证书，证书首次颁发日期：2018年 07月 27日 

经中国合格评定国家认可委员会认可 CNAS C001-P 
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The certificate information is available through the QR code below or CNCA’s website: www.cnca.gov.cn 
 
 

 

  

 

 
 

 

 

SIGNATURE: 

   

 

 

 

 

 

CERTIFICATE NO.: 2018010907098377 Valid from: Aug.23,2022 

 Valid until: Jul.27,2023 

 

NAME AND REGISTERED 

ADDRESS OF THE APPLICANT 
FSP Group Inc. 

No.22,JianGuo E.Rd.,TaoYuan City,TaiWan 

  

NAME AND REGISTERED 

ADDRESS OF THE 

MANUFACTURER 

FSP Group Inc. 

No.22,JianGuo E.Rd.,TaoYuan City,TaiWan 

  

NAME AND LOCATION  

OF THE FACTORY 

Zhonghan Electronics (Shenzhen) Co., Ltd. 

Building 4(101) & Building 4,6,7 in Section C, JuYuan Industrial Zone, TangWei Village, FuHai Town, 

BaoAn Dist., ShenZhen City, Guangdong, China 

  

PRODUCT MODEL(S) Switching Power Adapter 

FSP120-AHAN3、FSP120-AHBN3  I/P: 100-240V~, 2.0A, 50-60Hz: O/P: 12Vdc,10A (Sale without cord 
set, Altitude up to 5000m) 

  

STANDARDS AND  

TECHNICAL REQUIREMENTS 

GB 17625.1-2012;GB 4943.1-2011;GB/T 9254.1-2021 

  

This is to certify that the above mentioned product(s) complies with the requirements of implementation rules for compulsory 

certification(REFNO. CNCA-C09-01:2014) 

The validity of the certificate is subject to positive result of the regular follow up inspection by issuing certification body until the expiry 

date. 

Date of original issued: Jul.27,2018 

Accredited by China National Accreditation Service for Conformity Assessment CNAS C001-P 
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AUSTUALIAN GEMS UEGULATOU

11 July 2018

FSP Group Inc

Kael Amif

No. 22, Jianguo E.Ud., 

Taoyuan City, Taoyuan, 330 

Taiwan

Dear Sir/Madam,

NOTICE OF REGISTRATION UNDER THE GREENHOUSE AND ENERGY MINIMUM

STANDARDS ACT 2012 (the Act)

I refer to your application to register a model of a Greenhouse and Energy Minimum Standards (GEMS)

product under section 41 of the Act. Your application has been accepted, and the model detailed below has

been registered under section 43 of the Act.

Registration No Product Type Brand Name Model Date of Registration Record ID

APS6377 External Power Supply FSP FSP120-AHAN3 11 July 2018 115314

This registration is valid for a maximum of five years from the date of registration. Uegistration of the model

remains in force until the earliest of the following:

a. The end of the model’s maximum registration term;

b. The GEMS Determination against which the model is registered is replaced, and the model does not

comply with the requirements of the replacement Determination; or

c. The registration is cancelled under section 54 of the Act.

As the registrant you are responsible for ensuring the model continues to meet the energy performance

claimed in your application, and that it complies with the relevant GEMS Determination. Compliance with

the Act is actively monitored under the Equipment Energy Efficiency (E3) Program, through a national

check-testing program and other methods. Significant penalties, including the cancellation of registration,

may apply for non-compliance. 

It is also your responsibility to keep up-to-date the contact details of those persons listed on your application

(including Authorised Uepresentatives). Further information is available at www.energyrating.gov.au.

Yours sincerely,

Carl Porritt

Authorised Delegate

for the Australian GEMS Regulator
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Model Number FSP120-AHAN3

Brand FSP

Statuu Approved

Regiutration Number APS6377

Regulatory Authority Australian Regulator

Regulator Termu Accepted Yes

Agency Queensland

Submitted Date 10 Jul 2018

Regiutration Date 11 Jul 2018

Expiry Date 11 Jul 2023

Clock Run Time 1

Date Approved 11 Jul 2018

Archive Statuu Not Arcdived

Suupenuion Statuu Not Suspended

Approval Certificate Click to download

Appliance Type External Power Supply (PS)

Product Clauu Class 1

Determination Greendouse and Energy Minimum Standards (External Power Supplies)

Determination 2014

Type of EPS application Single model - Non-user selectable (Switcdmode)

Application iu For Higd Efficiency 2014 (Mark VI)

Model / Teut Configuration One Model Witd One Test

Applicant ID 103381

Applicant Organization Name FSP Group Inc

Applicant ABN -

Applicant Contact Name Mike Lin

Applicant Phone 886 3 3759888(1762)

Applicant Fax 886 3 3756966

Applicant Email mike@fsp-group.com.tw

Applicant Webuite dttp://www.fsp-group.com/

Applicant Addreuu No. 22, Jianguo E.Rd., 

GEMS Regulator Equipment Energy Efficiency

Registration #115314

APS6377

Section 1 - Overview

Models

Administrative Details

Registration Type

Applicant Details
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Taoyuan City, Taoyuan, 330 

Taiwan

Applicant Role Manufacturer

Submitter Role An agent submitting on bedalf of tde applicant

Letter of Authority Provided

Payment Statuu Paid

Payment Method On-line payment via (Reserve Bank)

Payment Amount 440.0

Payment Date 10 Jul 2018

Name Kael Amif

Organization AMIF Pty Ltd

Job Title Manager

Phone Number 02-46476680

Fax Number Not supplied

Email kael.amif@gmail.com

Addreuu 138 Waterwortd Drive 

Mount Annan, NSW, 2567 

Australia

Name Mike Lin

Organization FSP Group Inc.

Job Title Manager

Phone Number +886 3 3759888(1762)

Fax Number Not supplied

Email mike@fsp-group.com.tw

Addreuu No. 22, Jianguo E.Rd., 

Taoyuan City, Taoyuan, 330 

Taiwan

Availability Statuu Unavailable

Date Firut Available 31 Jul 2018

Date Available Until 30 Jun 2023

Publication Statuu Publisded

Publication Date 11 Jul 2018

Product Imageu None Supplied

Product Webuite None supplied

Uuer Manual None supplied

Model Number FSP120-AHAN3

Payment

Administrative Contact

Tecdnical Contact

Accounts Payable Contact

As for administrative contact

Information for Public Website

Section 2 - Product Details

Models
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Brand FSP

Company Name FSP Group Inc.

ABN Not supplied

Addreuu No.22, Jianguo E. Rd., 

Taoyuan City, Taoyuan, 330 

Taiwan

Contact Name Mike Lin

Company Phone 886 3 3759888(1762)

Company Fax 886 3 3756966

Company Email mike@fsp-group.com.tw

Company Webuite Not Supplied

Manufacturing Countrieu Taiwan

Date of Firut Availability 31 Jul 2018

Selling Countrieu Australia

Fiji

New Zealand

Method of Determination No date mark

Product configuration AC-DC

Nameplate Image attacdments/Label_FSP120-AHAN3_20180628.pdf

Nameplate input frequency range:

Minimum:

50.0 Hz

Nameplate input frequency range:

Maximum:

60.0 Hz

Nameplate input voltage range: Minimum 100.0 V

Nameplate input voltage range: Maximum 240.0 V

Output voltage check False

Nameplate output voltage: 12.0 V

Nameplate output power: 120.0 W

Brand name: FSP

Model number: FSP120-AHAN3

Nameplate output voltage: Minimum 12.0 V

Nameplate output voltage: Maximum 12.0 V

Nameplate output power: Minimum 120.0 W

Nameplate output power: Maximum 120.0 W

No load input power: Minimum: 0.08 W

No load input power: Maximum: 0.08 W

Average active mode efficiency: Minimum: 90.07 %

Average active mode efficiency: Maximum: 90.07 %

Manufacturer

Availability

Date of Manufacture

Appliance Details

Additional Nameplate Image Files

Model Details

Please provide information common to all models:

Please provide information specific to eacd model:

Test Results
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Teut Date 18 Oct 2017

Teut Unit Serial Number V170516-1

Teut Report File Supplied

Iu a teut report provided? Yes - a test report is provided

Teut Report Type None

Teut Standard Uued AS/NZS 4665.1:2005

Teut Report Noteu None provided

Laboratory Name FSP Group Inc.

Laboratory Type Own Lab

Accreditation Type None

Accreditation Number None

Addreuu No. 22 Jianguo E. Road 

Taoyuan City, Taoyuan, 330 

Taiwan

Report Number V170516

Report Signatory Jason Wei

Section 3 - Test Details

Test Report Information

Test Laboratory

Test Report(s)
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상호  또는  성명

기자재명칭(제품명칭)

기본모델명

등록번호

Trade Name or Registrant

Equipment Name

Basic  Model  Number

Registration No.

Switching Power Adapter

FSP120-AHAN3

Zhonghan Electronics (Shenzhen) Co.,  Ltd .

R-REM -FSZ-FSP120-AHAN3

제조자/제조국가
Manufacturer/Country of Origin

Date of Registration
등록연월일

2022년(Year)  01월(Month)  06일(Day)

2018-07-19

Zhonghan E lectronics (Shenzhen) Co.,  Ltd .,  FSP  T echnology Inc. 

T aoyuan P lant 3  /  중 국

파생모델명
Series  Model  Number

방송통신기자재등의 적합등록 필증

Registration of Broadcasting and Communication Equipments

  It is verified that foregoing equipment has been registered under the Clause 3, Article 58-2 of Radio 

Waves Act. 

위 기자재는「전파법」제58조의2 제3항에 따라 등록되었음을 증명합니다.

국립전파연구원장

Director General of National Radio Research Agency

위반시 과태료 처분 및 등록이 취소될 수 있습니다.

※  적합등록 방송통신기자재는 반드시 를 부착하여 유통하여야 합니다."적합성평가표시"

기타
Others

835C-5312-5164-2E1B

Equipment code

/Additional Equipment code

기기부호/추가 기기부호
IMI31
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변경신고 처리결과 통보서

전자민원신청번호 접수일자

상호 또는 성명 적합성평가 분야

기자재 명칭 기본모델명

적합성평가 번호
적합성평가
연   월   일

대
상
기
기

202217210000009653 2022-01-06

적합등록

FSP120-AHAN3

2022-01-06
R-REM -FSZ-FSP120-AHA

N3

Switching Power Adapter

Zhonghan Electronics (Shenzhen) Co., Ltd.

1B29-8B23-DAE4-C57C

제조자  F S P  T e c h n o lo g y  In c .  T a o yu a n  

P l a n t  3

「방송통신기자재등의 적합성평가에 관한 고시」제16조에 따른 적합성평가
 사항의 변경신고 건에 대하여 위와 같이 변경처리 되었음을 알려드립니다.

2022년(Year)  01월(Month) 06일(Date)

국립전파연구원장

文件資料管制 文件資料管制 文件資料管制 All rights reserved

12/12禁止翻印外洩 All rights reserved SFD-00002344-R02.pdf Date:2022-01-12 16:32



효율관리기자재 신고 확인서

『에너지이용합리화법』 및 "효율관리기자재 운용규정" 

(산업통상자원부 고시)에 따라 상기 효율관리기자재가 신고되었음을

확인합니다.

효율관리기자재 신고확인서에 기재된 제품사양 및 효율 등의 내용은 신고업체의

책임 하에 기재된 사항이오니, 신고내용에 대한 문의는 해당업체에 문의하시기

바랍니다.

명판표시출력전력(W) : 120

동작효율(%) : 90.1

무부하모드 소비전력(W) : 0.02

동작효율 MEPS(%) : 84

접   수   번   호 : 125181116

품      목     명 : 어댑터

업      체     명 : (주)에프에스피테크놀로지코리아

업 체 대 표 번 호 : 214-88-30853

모      델     명 : FSP120-AHAN3

효   율   등   급 : 최저소비효율기준만족

2018년08월22일

우)16842 경기도 용인시 수지구 포은대로 388 (풍덕천2동 1157번지)

한국에너지공단   이   사   장
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Zertifikat Nr. Blatt
50569982 0001

Ihr Zeichen Längstens gültig bisUnser Zeichen

JY040822 ZTW1-CCO-50107298 004 26.12.2027 (day/mo/yr)

Geprüft nach
EN IEC 62368-1:2020+A11
EK1 527-12 Rev. 2

Zertifiziertes Produkt (Geräteidentifikation) Lizenzentgelte - Einheit
Certified Product           (Product Identification) License Fee - Unit

Externes Schaltnetzteil (Switching Power Adapter)

Bezeichnung        : FSP120-AHAN3, FSP120-AHBN3 (FSP)

(Type Designation)   PUP120N3-12yyyyy (PROTEK)

                     PUP120N3S-12yyyyy (PROTEK)

“y” steht für    : 0-9, A-Z, hyphen or blank

      (stands for)            (Strich oder freibleibend)
Nennspannung       : AC 100-240V, 50-60Hz

(Rated Voltage)

Nennstrom          : 2.0A

(Rated Current)

Ausgang            : DC 12V, 10A

(Output)

max. Betriebshöhe (max. Operating Altitude)         : 5000m

max. Umgebungstemperatur (max. Ambient Temperature) : +40°C

Schutzklasse (Protection Class)                     : I

Hinweis: Anforderungen der AfPS GS 2019:01 PAK Klausel 3.1

berücksichtigt. (Remark: Requirements of AfPS GS 2019:01 PAK

clause 3.1 considered.)

ANLAGE (Appendix): 1

Zertifikat Certificate

Certificate No. Sheet
S

Client Reference Our Reference Latest expiration date

Genehmigungsinhaber License Holder Fertigungsstätte Manufacturing Plant

Prüfzeichen Test Mark Tested acc. to

TÜV Rheinland LGA Products GmbH, Tillystraße 2, 90431 Nürnberg 

Ausstellungsdatum Date of Issue : 27.12.2022 (day/mo/yr)

Dem Zertifikat liegt unsere Prüf- und Zertifizierungsordnung zugrunde.  
Produkt und Fertigungsstätte erfüllen § 20 des  
Produktsicherheitsgesetzes. 
This certificate is based on our Testing and Certification Regulation.  
The provisions of §20 Product Safety Act are complied with.  

http://www.tuv.com/safety  E-mail: markcheck@tuv.com  
Fax:  +49 221 806-3935   

Zertifizierungsstelle

______________________ 
Dipl.-Ing. F. Stoelzel

FSP Group Inc. 
No. 22, Jianguo E. Road 
Taoyuan  330 
Taiwan

Refer to latest revision 
of the annex list of factories

Gültig ab

(day/mo/yr)

Valid from

27.12.2022
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Anlage Fertigungsstättenliste

/Attachment List of Factories

27.12.2022Datum / Date

Dieser Anhang ersetzt den Vorgänger vom/ 
This annex replaces the previous annex dated

Zertifizierungsstelle 

/ Certification Body

Dipl.-Ing. F. Stoelzel

S 50569982 0001

1 Zhonghan Electronics (Shenzhen)

Co., Ltd.

Building A2 in Section A,Building 4,6,7

in Section C,JuYuan Industrial Zone,

TangWei Village,FuHai Town,

BaoAn Dist., ShenZhen City

Guangdong, P.R. China

2 Wuxi SPI Technology Co., Ltd.

No. 96, XinmeiRoad,

New District, Wuxi city

Jiangsu

P.R. China

3 FSP Technology Inc. Taoyuan Plant 3

5F., No. 6, 4F., No. 6,

No.6, Xinglong Rd.,

Taoyuan Dist., Taoyuan City,  330

Taiwan
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